

















4. With available take-up tighten belts enough to keep from slipping during
operation. Ideal belt tension is the lowest tension at which the belt will not
slip under peak load conditions. The drive side of the belt(s) should be
straight across and the slack side should show a slight bow.

See FIGURE 11.

5. Do not place new belt(s) on worn sheaves.
6. If multiple belts are used, replace all belts with a new set or matched belts.
7. Do not use belt dressing on belt(s) which are slipping. Belt dressing will

damage the belt and cause early failure. Tighten belt(s) to proper tension,
or if dirty, clean the belt(s) with a commercial rubber solvent.

_ CHECK V-BELTS AND SHEAVES ONLY WHEN CONVEYOR IS
STOPPED!

CHAIN & SPROCKETS
JRU ORQJHVW FKDLQ OLIH D FRQVWDQMW UKFRRU RL

mend a good quality non-detergent petroleum base oil. Use the chart
below

_ SHUT OFF CONVEYOR BEFORE USING OIL CAN OR BRUSH
TO APPLY OIL!

TEMPERATURE RECOMMENDED OIL
VISCOSITY
20 degrees - 40 degrees F SAE 20
40 degrees - 100 degrees F SAE 30
100 degrees - 120 degrees F SAE 40
120 degrees - 140 degrees F SAE 50

REMEMBER - ALL GUARDS AND BOTTOM PANS, IF

_ PROVIDED, MUST BE REPLACED BEFORE RUNNING
CONVEYOR. TITAN INDUSTRIES IS NOT RESPONSIBLE FOR
INJURIES CAUSED BY NOT COMPLYING WITH SAFETY
INSTRUCTIONS.
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CONVEYORS

MODEL 310 PARTS CONVEYOR

e BOTTOM MOUNT DRIVE
5 89

. DRIVE SHAFT

. DRIVE PULLEY
REDUCER
MOTOR

HOLD DOWN
STEEL CLEATED BELT (18" AND WIDER)

. INFEED RETAINER CHANNEL

. INFEED BRACKET WELDMENT
10. CAST TAKE-UP L/H

11. FLANGE BEARING 3 BOLT

12. INFEED SHAFT

13. INFEED PULLEY

14. CAST TAKE-UP R/H

15. INFEED FRAME

16. SUPPORT BRACKET

17. ANGLE SUPPORT BRACKET
18. SNUB ROLLER RETAINER BRACKET
19. SMILE BRACKET

20. TRANSITION PLATE

CONOO A LN

. RUBBER CLEATED BELT (12" WD. AND NARROWER)

. SNUB ROLLER ASSEMBLY
22. INCLINE FRAME

23. HEADPLATE

24. MOTOR BASE ANGLE
25. MOTOR BASE

26. SUPPORT WHEEL SHAFT
27. WHEEL

28. SHAFT COLLAR

29. LOWER KNEE BRACE SUPPORT
30. UPPER KNEE BRACE SUPPORT
31. SUPPORT SPREADER

32. UPPER SUPPORT WELDMENT
33. LOWER SUPPORT

34. LOWER SUPPORT BASE

35. WHEEL SHAFT SUPPORT

36. BRACKET-GUARD BACK

37. GUARD FRONT ASSEMBLY

38. GUARD BACK

39. HEADPLATE

40. MOTOR BASE SPACER CHANNEL
41. MOTOR BASE
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TITAN INDUSTRIES
735 INDUSTRIAL LOOP ROAD
NEW LONDON WI 54961
920-982-6600
800-558-3616 Toll Free
920-982-7750 FAX

E-MAIL: sales@titanconveyors.com
Website: www.titanconveyors.com

-

Contact Your Distributor or Titan Directly

for Further Information on Other Titan Conveyor Products

Slider Bed Conveyors

Floor to Floor Belt Conveyors

Parts Conveyors

Gravity Roller Conveyors

Line Shaft Conveyors

Chain Driven Live Roller Conveyors
Belt Driven Live Roller Conveyors
Zone Accumulation & Special Applications
Hinged Steel Belt Conveyors

Slat Conveyors

Wire Mesh Conveyors

Multi-Strand Conveyors

Solid Waste Belt Conveyors

Bulk Handling Conveyors

Special Projects
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