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Section D - D
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Width

2" 4"

B.W.
+ 3/4"

10" 6"
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B.W.
+9/16"

Section A-A

Section B-B

Optional Undercarriage

17"

A
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Required
Length

B

B

C

C

B.W.

B.W.
+5"

Section C-C

Horizontal

Max. Dr. W/Min. In.

103 1/2"      5 1/4"
 86 1/2"       5 1/4"
 69 1/2"       5 1/4"
 52 1/2"       5 1/4"
 35 3/4"       5 1/4"

12 Ft.
10 Ft.
 8 Ft.
 6 Ft.
 4 Ft.

Maximum
Discharge

56 1/2"  (24°)  9"
49 1/4"  (28°)  6 1/2"
39 1/4"  (29°)  6 3/4"

66 1/4"  (24°)  9"

   28"    (29°)   7 1/4"       
Max. Dr. W/Min. In.

Minimum
Infeed

45°

Minimum
Drive

24°-29°

Minimum
Infeed

     -                -    
     -                -    
38"              63 3/4"
31 1/2"        49 1/2"
25 1/4"       36 3/4"

Max. Dr. W/Min. In.

Minimum
Discharge

Max. Dr. W/Min. In.
34 3/4"       35"

77 1/4"       77 1/4"

46 3/4"       46 3/4"
60 1/4"       60 1/4"
77 1/4"       77 1/4"

16° Decline

Maximum
Infeed

Dimensions for Optional Undercarriage


